
1 
Jeremias INSTALL_QV_ADDENDUM Rev:4/16/25 

 

 

 

 

 

Model SWQV / DWQV+1 

Venting for Quench Vent Applications 

• Model SWQV – Single-Wall Duct 

• Model DWQV+1 – Double-Wall Fiber Insulation Duct 

Installation Instructions – Addendum to All-in-One Piping System Instructions 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  
 

Important:  Read all instructions before beginning the installation.  Failure to 
comply with with these instructions may result in a hazardous installation 
resulting in injury or damage to property.  An improper installation will void the 
manufacturer’s warranty.   
 
Keep these instructions for future reference. 
                                   
For Technical Support or more product information please contact us at 678-388-2740 or visit our website at 
www.jeremiasinc.com 
 
 
 
 
 
 

http://www.jeremiasinc.com/
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SECTION 1 – GENERAL INFORMATION 

 
IMPORTANT: 
This addendum applies to the quench vent applications for Jeremias Model SWQV and DWQV+1.  In addition, read and refer to the “All-in-One 
Piping System” instructions when installing quench vent. These instructions must be followed in all details.  Failure to do so may result in a 
hazardous installation.  Contact Jeremias Inc. if there are any questions regarding these instructions. 
 
Failure to follow proper installation procedures as described in these instructions, including joint connections, vent pitch and improper appliance 
connections may cause unsafe conditions.   
 
It is the responsibility of the installer to contact the local authorities having jurisdiction concerning any installation restrictions, including guarding or 
placement of terminations and/or inspection requirements that may apply.  
 
Permits may be required before starting an installation. 
  
Introduction 
Jeremias model QV is a factory built stainless steel venting system intended for use in venting MRI machines during emergency quenching 
procedures. MRI machines use liquid helium to keep the magnets cool. During an emergency shut down, the magnets heat up and cause the liquid 
helium to boil. The expanding gas then erupts out of the MRI, into the quench vent system, and out of the exterior discharge point. 
 
The vent segments are easily joined together and then welded on-site to form a secure leak free vent system. As an alternative if requested, the 
system may use a bolted flange joint with a gasket. A full range of fittings & accessories are available to accommodate each application.   
 
Listings 
As quench vent is an unlisted application, these guidelines can be used in addition to the standard instructions and any additional MRI quench vent 

guidelines. 

General Installation Requirements 
Failure to conform to these installation instructions and all applicable codes may result in catastrophic property damage, personal injury or death.  
These instructions are a guide to assist a professional installer. 

• Do not mix pipes, fittings or joint methods from different manufacturers. 

• The vent system must be free to expand and contract and must be supported as required by these instructions (Check for unrestricted vent 
movement through walls, ceilings and roof penetrations.).  

• Refer to the appliance manufacturer’s instructions to determine venting requirements and limitations with respect to the installation and 
use.  

• Every vent system must be planned and installed for performance and safety.   

• Proper operation of the vent system and appliance depends on the use and correct assembly of all parts specified for a particular 
installation. 

• The vent system must not come in contact with plumbing or electrical systems. 

• Refer to the appliance manufacturer’s installation and operating guides and follow any allowances and limitations for elbows.  

• Refer to the appliance manufacturer’s installation and operating guides for maintaining ventilation and air circulation where required. 
 
Enclosures & Clearances 
Typically, quench vent applications do not require clearances and can be installed at 0” clearance to combustibles.  Refer to the appliance 
manufacturer’s installation and operating guides.  
 
Termination Requirements 
Location of the termination of the venting system should comply with the MRI manufacturer's recommendations and/or applicable local codes. 
 
 
 
 

 

 

I.         1-Year Limited Warranty 



3 
Jeremias INSTALL_QV_ADDENDUM Rev:4/16/25 

Jeremias Inc. (“Jeremias”) provides a 1-year limited warranty (“1-Year Limited Warranty”) for its UL-1738/ULC-636 Gas vents, all variations of Models 
SWCK and DWCK (collectively, the “Products”) for any defect in workmanship or materials under normal use from the date of shipment to the purchaser 
of Products (“Purchaser”), subject to the following conditions: 

• Product sizing and specifications have been performed in accordance with generally accepted engineering practices. 

• Correct installation and maintenance in full compliance with Jeremias’ installation and maintenance instructions as published at the time of 
installation. 

II. Extended 25-Year Limited Warranty 
Jeremias provides for an extended 25-year limited warranty (“25-Year Limited Warranty”) for any defect in workmanship or materials under normal use 
from the date of shipment to the Purchaser, subject to the satisfaction of the following conditions: 

• Products must have been designed and sized by Jeremias’ personnel. 

• Availability of a written inspection report from the time of installation, or timely thereafter, by a Jeremias inspector or an inspector authorized by 
Jeremias, that the Product assembly and installation conformed to all of Jeremias’ assembly and installation instructions. 

• Products were at all times operated and maintained in full compliance with Jeremias’ operation and maintenance instructions as published at the 
time of installation or as later provided to Purchaser by Jeremias. 

III. Exclusion of Limited Warranty 
The 1-Year Limited Warranty and the 25-Year Limited Warranty (collectively the “Limited Warranty”) shall not cover (i) damages to: wear parts, e.g. 
seals; demonstration units; paintwork; moving parts, including but not limited to compensators, flue gas dampers, draught regulators, chimney, doors; 
flexible piping; insulation; consumables, such as granulates; minor Product deviations which do not effect functionality; or (ii) damages caused by: 
contamination of ambient air or combustion air by chlorinated hydrocarbons or other vapors which may cause excessively severe acid condensate to 
form within the Products; merchandise provided by other manufacturers; installation, transport or commissioning; Purchaser, an installer or other third 
parties; normal wear and tear; any party other than Jeremias in a willful manner; force majeure, including, but not limited to flood, fire or frost; non-
compliance with the assembly, installation, operation and maintenance instructions available at www.JeremiasInc.com; assembly, installation, 
maintenance or repair by unqualified personnel; improper commissioning; use of Products not in accordance with their intended purpose; exposure of 
Products to any metals of an inferior quality; contamination of the Products between unpacking and assembly; burning of wood other than unpainted, 
natural wood, which has been stored for at least 3 years and which moisture level does not exceed 20%; or burning of chipboard or domestic waste. 
IV. Remedies 
If a valid Limited Warranty claim arises, Jeremias shall, it its sole discretion, either repair the Product or deliver a properly functioning Product.  This 
Limited Warranty is limited to repair or replacement of the Product plus shipping cost to the location of the defective Product.  The Limited Warranty 
does not cover labor costs for removal or replacement of the defective Product, unless such labor shall be carried out by Jeremias itself in its sole 
discretion.  
V. Filing of a Limited Warranty Claim 
Limited Warranty claims may only be asserted during the term of the applicable Limited Warranty period.  Any extension of the term of the Limited 
Warranties shall be excluded, regardless of the legal basis.  If Purchaser believes that there is a justified Limited Warranty claim, Purchaser shall notify 
Jeremias to that effect in writing.  Any claims stemming from or relating to a Limited Warranty shall be asserted in detail within eight weeks after the 
discovery of the defect (the time when the notification is received by Jeremias will be the basis for determining whether a claim has been reported 
within this deadline) or else shall be excluded and not be recognized by Purchaser.  Such notification shall include a description of the defect, original 
proof of purchase, and a copy of the written inspection report as described in Section II above (if applicable). 
VI. No Other Warranty 
EXCEPT AS SET FORTH EXPRESSLY THEREIN, JEREMIAS MAKES NO WARRANTIES, EITHER EXPRESS OR IMPLIED, REGARDING THE 
PRODUCTS, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR 
PURPOSE.  
VII. Damages Disclaimer and Limitation 
IN NO EVENT SHALL JEREMIAS BE LIABLE TO ANY CLIENT OR ANY OTHER PERSON FOR ANY (A) INDIRECT, INCIDENTAL, 
CONSEQUENTIAL OR PUNITIVE DAMAGES, INCLUDING LOSS OF PROFIT OR GOODWILL OR (B) DIRECT DAMAGES TO BODY, HEALTH OR 
PROPERTY FOR ANY MATTER ARISING OUT OF OR RELATING TO THE PRODUCTS, WHETHER SUCH LIABILITY IS ASSERTED ON THE 
BASIS OF CONTRACT, TORT OR OTHERWISE EVEN IF JEREMIAS HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES.  IN NO 
EVENT SHALL JEREMIAS’ TOTAL AGGREGATE LIABILITY FOR DAMAGES EXCEED THE GREATER OF THE AMOUNT OF (A) TOTAL 
COMPENSATION PAID BY PURCHASER TO JEREMIAS FOR THE PRODUCTS, OR (B) PROCEEDS AVAILABLE FROM ANY INSURANCE 
POLICY IN EFFECT AND APPLICABLE TO THE EVENT GIVING RISE TO SUCH LIABILITY. 
VIII. Notice 
Any notice or other communication hereunder to Jeremias shall be sent postage prepaid, by certified mail, by courier such as United Parcel Service 
or e-mail, to the following:  Jeremias Inc., 983 Industrial Park Drive, Marietta, GA 30062, E-mail: Info@JeremiasInc.com.  Notices shall be effective 
upon receipt. 
IX. Terms and Conditions of Sale 
Purchaser’s Terms and Conditions of Sale as currently in effect shall govern these Limited Warranties, including without limitation the rights and 
responsibilities granted hereunder. 
  

 


