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Grease Duct 

• Factory built means all details are taken 

care of:  transitions to hoods, inline access 

doors, supports and hangers, and transition 

to fans

• Stainless steel and factory insulated; one 

installer and no other trades required

• Overall less cost; technology advantage =  

something better for less cost



UL-1978 Grease Duct - Sample Specifications
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1. Listed to UL-1978 Standard

a) 500ºF continuous and 2000ºF for 30 minutes

b) All types of fuels

c) 90” W.C. maximum internal pressures and grease tight

2. 444 (or 316) stainless inner, outer jacket and all support 

accessories shall 430 or 304 stainless steel

3. Minimum 1¼” insulation, 3” or less clearance to combustibles

4. For use with commercial cooking hoods, diameters to be 

confirmed per NFPA-96

4.    Grease Ducts

sample specifications
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Three (3) Exhaust Example

• 22” I.D. Common

4.    Grease Ducts

all the details

Roof, Access & 

Connections

Support, Access & 

Fittings

Connections & 

Access
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Hood by Others

NFPA-96 No-Weld 

Transition to Hood

Low Loss Elbows

In-Line Access Door

Anchor Support Plate

4.    Grease Ducts

all the details

Flat Bottom Increasers and 

Lateral Entry Tees
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In-Line Access Door, 

Low Loss Elbow, Flat 

Bottom Increaser

Lateral Entry Tee

In-Line Access Door

In-Line Access Door

4.    Grease Ducts

all the details

Anchor Support Plate
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Roof Thimble & Flashings

Transition to 

Fan Inlet

Transition from 

Fan Outlet
Access Cap/Door

4.    Grease Ducts

all the details

Lateral Tee Fitting
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4.    Grease Ducts

other kitchen exhaust examples

Dishwasher Exhaust Single Kitchen Exhaust



Welded Steel…

• Specialized labor

• 1-year contractor warranty?

• As built drawings include 

balancing calculations?

• Flow area of rectangular?

• up to ¾” per foot Slope is 

required

• 304 stainless when concealed 

or wrapped?

Factory-Built…

• No welding in the field

• Lifetime warranties*

• Submittal drawings include 

balancing calculations

• Flow area of round

• Can be installed at 1/16” per 

foot Slope*

• Black steel would never pass 

the UL testing…

Factory Built Grease Duct  vs. Welded Steel

4.    Grease Ducts

factory built versus field welded
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Grease Ducts Review…

• Jeremias Inc. provides sizing calculations and AutoCAD installation drawings for 

every grease duct system sold

• Factory built is becoming more popular in specifications and with installers

• The ‘cut length’ by Jeremias makes the factory built option very versatile in the field

4.    Grease Ducts

review
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